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TEXTURED ALL-SURFACE PRIMER
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7 DAYS FOR DRYING BEFORE PUTTING BACK FURNITURE

MAINTENANCE: 

To ensure the longevity of your surface, you should treat it with the right products: 

- on floors: shampoo for regular maintenance and metallic repair sealer once or twice a year

-  on countertops and at showers: diluted black soap for regular maintenance and solid wax as soon as water starts to penetrate the surface.
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SANDING

WATER-BASED SEALERS  (according to your projet)

MONO AQUA VARNISH SYSTEM 

BI AQUA VARNISH FLOOR SYSTEM 

PROTECTION

RUBBING

5 TO 24H DRYING ACCORDING TO THE CONDITIONS

2 LAYERS of PMB « FRESH INTO FRESH » TOTAL THICKNESS of 1mm for 2 layers (product rendering is tighter, more effective protection)

5 DAYS FOR DRYING/HARDENING (at 20°C)

SOLVENT-BASED SEALERS (according to your project)

COLOUR-FREE SOLVANT-BASED SEALER SYSTEM

BI-COMPONENT SOLVENT-BASED VARNISH SYSTEM

CAUTION: ROOM TEMPERATURE MUST BE AT 

20°C DURING THE WHOLE DRYING PROCESS

Information and Technical Support:

export@mercadier-group.com

APPLICATION OF PURE MINERAL BETON

1 LAYER OF PURE MINERAL BETON IN 1mm

LIQUID WATERPROOFING PRIMER 

(2 layers) spaced 45 min

1H drying7 Days drying

FIBER SCREED P4S

TEXTURED ALL-SURFACE PRIMERRubbed MULTITOP  Rubbed MULTITOP + LIQUID 

24H drying per mm

HUMIDIFY BEFORE PMB

REGULARD AND COHESIF SUPPORT:

CEMENT

MORTAR

FIBER SCREED P4S

PLASTERBOARDS

...

TEXTURED ALL-SURFACE PRIMER

30' to 1H drying

WALL TILE

APPLICATION OF PURE MINERAL BETON

PRIMERS

SHOWER NON WATERPROOF 

SUPPORTS

SUPPORT

The Pure Minéral Béton is a thin decorative concrete which has to be applied on flat surfaces

IRREGULAR WALLS:

AERATED CONCRETE

 FERMACELL BOARDS

GYPSUM TILES

…

WOOD:

MDF

MARINE PLYWOOD 

 MARINE 

AGGLOMERATED

…

IRREGULAR FLOORS OR CRACKS :

CEMENT

SLAB

TILE


