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SURFACE

MERCADIER - 120 rue Emilien Gautier – ZAC de Lenfant – 13290 Aix en Provence - Siren 480 184 928 MàJ 20220615

PROTECTIONS

WATER-BASED PROTECTION or SOLVENT BASE PROTECTION according to projects 

MONO-COMPONENT VARNISH SYSTEM / BI-AQUA SYSTEM or BI-COMPONENT SOLVENT-BASED SYSTEM

7 days DRYING BEFORE PUTTING BACK FURNITURE

MAINTENANCE: 

To ensure a better durability of your surfaces, favor maintenance with the right products

- floor construction: shampoo in maintenance and metallizer 1 to 2 times a year

*IF USED FOR BATHROOMS

APPLY IMPREGNATOR SEALER + COLOUR-FREE SOLVENT-BASED PROTECTOR (see SPECIFICATION and PRIMERS OVERVIEW) but AFTER 5 DAYS OF DRYING at 20°C



PLACING POURED CONCRETE 

Application of poured concrete from 5 to 

10mm

24h to 48h DRYING 

POLISHING

TILES



3 to 5 days DRYING/HARDENING at 20°C OR Residual moisture of seamless floor ˂1%

Application of INDUX-RBX from 5 to 10 mm

ANHYDRITE SCREED



BEFORE SOLIX-SC+ or AXXX

TEXTURED ALL-SURFACE PRIMER

Diluted at 20% 1st layer

Application of poured concrete from 3 to 10mm
Application of SC+ from 4 to 10 mm or AXXX from 3 

to 10 mm

30 to 45 min DRYING

TEXTURED ALL-SURFACE PRIMER

2nd LAYER

1h to 4h DRYING

Application of RBX and SC+ from 7 to 10mm or 

AXXX from 5 to 8 mm depending on the thickness of 

the seal



Application of poured concrete from 5 to 

10mm

PRIMERS

OR SANDED EPOXY PRIMER
TEXTURED ALL-SURFACE PRIMER

1st LAYER diluted at 20% if porous surface
TEXTURED ALL-SURFACE PRIMER



30 to 45 min DRYING

TEXTURED ALL-SURFACE PRIMER

2nd LAYER

(when the 1st is dry)

1 TO 4H DRYING

30 min to 1 hour DRYING

BEFORE INDUX-RBX

SANDED EPOXY PRIMER

24h DRYING (mini) + DE-DUSTING

MORTAR SCREED

FIBER SCREED (Fiber P4S)



OR SANDED EPOXY PRIMER

Information and Technical Assistance:

export@mercadier-group.com 

IMPLEMENTATION OF A POURED CONCRETE INDUX-RBX OR SOLIX SC+ OR AXXX


